COMPOSITE DOOR SERIES TISAN
Benchmark « Benchmark 2 « Benchmark SP

CUSTOM DOORWORKS

Everyone will believe it's wood. Whether you paint or stain it.



Artisan’s

Benchmark Composites:
The Real Beauty of Wood-

The Rich Look
Without the Constant Care.

Composite wood garage doors combine the rich look of real
wood with the minimal maintenance of composite. They're also
naturally weather-, insect-, and rot-resistant, so they’ll look brand
new for years to come. Artisan sets the standard. Then, offers up
three stellar versions of that Benchmark.

BENCHMARK

Extira® with Tricoya®
+ 3-Year Limited Warranty
+R-Value of 9.1

« Frame: Hem Fir with Urethane insulation; ¥4” marine grade
plywood back

« Urethane Foam Core; 3/4"Thick Extira Face Frame with Beveled Edges

« Overlay Boards: 34" Extira

- Panels: 3/8"Tricoya; flat or V groove

- Torsion Springs, Heavy-duty Track, 11-gauge Hinges

- Swing, Trifold, and Barn Styles

« Arch or Square Top, Solid or Glass Top

- Single and Double Doors in a Range of Sizes

- Factory Primed; Field Application of Quality Exterior Paint Required

BENCHMARK 2

Extira®
+ 3-Year Limited Warranty
+R-Value of 9

+ 1/2" Extira Face on Standard Hem/Frame; Plywood Backer on Interior;
Overall Thickness of 1-3/4"

- Swing, Trifold, and Barn Styles

« CNC Carved Designs
- Standard Arch or Square Top (Solid Top of Glass);
Custom Arch Optional

- Simulated Raised or V-Groove Panels (Herringbone V-Groove Optional

« Cross, V-, Z-Bucks, or Cross Rail

- Single and Double Doors in a Range of Sizes

« Factory Primed; Field Application of Quality Exterior Paint Required

BENCHMARK SP

Acre®

- Limited Lifetime Warranty

« R-Value of 8; Optional R-18

« Standard Hem Fir frame with Urethane Insulation and Marine Grade
Plywood back

« Swing, Trifold, and Barn Styles

« Standard Arch or Square Top

+ Acre trim and panels: Flat, V Groove or Raised

- Single and Double Doors in a Range of Sizes

« Ready to Paint or Stain - Priming Not Required




Customize your Artisan Composite Door

Hundreds of Door Designs
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SW-12L-AT-2VP-ZB SW-16L-4VP-CRH SW-12L-2VP-VB SW-8L-2FP SW-16ML-4VP SW-12L-AT-2VP-ZB
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SW-2VP SW-12L-AT-4FP-ZB SW-AT-2VP-CRL SW-16L-2VP-XB SW-2VP-XB SW-2VP
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Plank Style -Horizontal ~ Plank Style -Vertical ~Plank Style -Alternating Cross Rails Z Bucks V Bucks

PS-H PS-v PS-V-AWB PS-V-CR2 PS-V-VB PS-V-ZB

Construction Details of Every

Artisan Benchmark Door

« Hem Fir Frame with Urethane Insulation with
Marine Ply Backer; Optional R18 Steel Frame

« Face Boards Fastened Using Hidden Pocket
Screws for Weather-Tight Joints, Then
Bonded to Frame

«» Bottom Astragal is Aluminum Retainer with
Rubber Seal

Windows

» Double-Strength, Clear Glass (Upgrade
to Tempered, Insulated, or Specialty Glass)

« Simulated Divided Lites (Mullion Lites e
Option) [E—— ]
——

« Beveled Edges for Rich, Architectural Look

Decorative Hardware

« Artisan Offers Stunning Strap Hinges,
Pull Handles, and Latches

» Style-Coordinated

» Hand-Forged with a Black Powder-Coat Finish
(Optional Aluminum for Coastal Areas)

« 1/4” or 3/16"Thickness

Rectangle Window 215Q

4LSQH

on Horizontal Plank

Square Window

on Vertical Plank

PSV-2LSQ e

Options
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Square Window



Colors AIQI SAN
- Standard Composite Doors Leave SCRRRA W INAIE

Artisan Factory Primed
« Benchmark: Field Applied, High Quality ARTISAN CUSTOM DOORWORKS

Exterior Paint 975 Hemlock Road, Morgantown, Pa 19543
- Benchmark 2: Field Applied, Custom Paint 888-913-9170 | Fax: 610-913-6036

« Benchmark SP: Ready to Paint or Stain; artisandoorworks.com

Priming Not Required DESIGN CENTER
475 Jessen Lane, Suite 300

Charleston SC 29492

Dark Mahogany Mahogany

Dark Oak Burnt Oak

Walnut

Hickory

Bordeaux Espresso

©2023 Artisan Custom Doorworks, Artisan reserves the right
to modify models and specifications without notice.




